
Fermilab
Available Fall Protection 

Equipment

Contact Dave Cathey (x8362) or your DSO to review your fall protection 
anchors and chosen equipment prior to use. 

http://eshq.fnal.gov/atwork/safety-occupational/


Beam Clamp

• Properly installed and secured 

the beam clamp can  hold one person

And is an approved tie off anchor.



Carabiner

• The device is double locking, 

properly secured to an anchor 

Point it serves as one part of a 

Complete Fall protection system



Self-retracting Lifeline

• The self-retracting life line is one 
part of a fall arrest system. It can 
hold one person.  Properly 
connected to an  approved anchor 
point shown above.



Full Body Harness

Harness must be fitted and 

worn by each person as one part 

of a fall protection system.



Self-retracting Lifeline for work near sharp 
edges
Steel Cable self-retracting 
lifeline 

Used for areas where the 
worker or lanyard will be 
exposed to sharp edges.



6-foot Regular Lanyard

The green lanyard shown 
here has a length of 6 feet.

Deceleration distance in 
the event of a fall is 
another 3 and a half feet.

The total length fully 
extended is 9 and a half 
feet.



Yellow Beam Strap Anchor

Beam straps have to be double 
wrapped around an “I” Beam and then 
may be used as an anchor point.



Black Safety Vest Harness

Another type of

harness encased in 

black jacket. 



Safety Guardrail System

Guardrail systems 
consist of top rail, mid 
rail and toe board.  

Must be able to 
withstand a load of 200 
pounds pushed in any 
direction on the rails.



Approved Safety Net System

Must be installed and 
inspected by a 
qualified person.  


